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SUPRAX is the latest Bolted Tank 
product from  PT. Grinviro Biotechno
Indonesia. This tank is coated with a 
polymer material which will ensure the 
tank's strength and resistance to 
corrosion. Its wide application range, 
shorter processing time, and less 
manpower make SUPRAX the best 
solution in its class.

Specication

Ÿ Coating material: Pure Aromatic 
Polyurea Elastomer

Ÿ Tank age: >20 years

Ÿ Coating Thickness 0.5-3.0mm, 
double sided coating

Ÿ The tank is composed of panels 
connected by bolts (bolted tank).

Ÿ Panel Sheet Base Material: High 
Tensile Steel Plate

Vitreous Polymer Coating is the result of a perfect combination of steel and polymer to obtain a new tank material. 
This Anti-Corrosion Tank is a new breakthrough which is best in its class.

Predominance

Ÿ Has a Tensile Strength up to 20N/m2, or 
equivalent to 100 kg/cm2.

Ÿ Capable of storing chemicals with high acid or 
alkaline levels.

Ÿ Capable of withstanding pressures up to 150 
bar and Tensile Strength / Elongation up to 
280%.

Ÿ Anti-corrosion, smooth, high-inertia, 
cohesionless, hard-wearing, anti-scratch

Ÿ Shorter panel production and construction 
time.

Ÿ Less number of workers and safer because 
there are no job done at height.

Non-corrosive 
Polymeric

Bolted Tank

Installment

Ÿ Next, the first ring is lifted by a jacking system and the 
work on the second ring is carried out just below the first 
ring.

Ÿ The subsequent installation of Rings is carried out with 
the same concept until the entire tank is assembled.

Ÿ SUPRAX TANK can be built WITHOUT SCAFFOLDING 
or CRANE

Ÿ Concrete foundation with ring-shaped mold. After the 
installation of the tank wall is carried out, pour the second 
concrete and then pour the waterproof layer

Ÿ The first stage, complete the construction of the tank 
concrete foundation according to the design. The ring of 
the tank is formed in the mold of the concrete foundation

Applications

Ÿ Other applications: Drinking water reservoirs, mud tanks, and other liquid tanks.
Ÿ Anaerobic Digester Plant: CSTR Reactor, USR Reactor, Membrane Gas Holder, Bio-Desulfurization.

Ÿ Wastewater Treatment: UASB Reactor, IC/EGSB Reactor, UBF Reactor, SBR Reactor.

Ÿ Very suitable to be applied as a Sea Water Tank
Ÿ Very appropriate for use in the Oil & Gas and Mining sector

In the interior of the tank, special silo bolts made of 
stainless steel or galvanized steel with a polyethylene 
coating are used. This permanent and elastic sealant is 
resistant to UV radiation and weather.
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